
ALLOY ALLOY 6230
AMS 5878 / UNS 6230

Products & Sizes
Coil Sheet

0.020" - 0.125" 0.020" - 0.125"

Alloy 6230 Chemical Composition
Element Min Max

Cr Chromium 20.0 24.0

Co Cobalt - 5.0

Fe Iron - 3.0

Mo Molybdenum 1.0 3.0

Cu Copper - 0.5

Mn Manganese 0.3 1.0

P Phosphorus 0.25 0.75

Si Silicon 0.25 0.75

Al Aluminum 0.20 0.50

Ti Titanium 0.10 -

C Carbon 0.05 0.15

B Boron - 0.015

S Sulfur - 0.015

La Lanthanum 0.005 0.05

Ni Nickel - Remainder

Industry Standards Industry Applications

• Gas Turbine Components
• Heat Treat Baskets/Trays/Furnace

Retorts
• High Temperature Bellows
• Chemical Processing Components
• Flame Holders
• Combustion Cans
• Dampers
• Domestic Produced Materials

The technical data provided is for information only and not for design purposes. It is not warranted or guaranteed



Physical Properties
Property Value

Density 0.324lb/in3 (8.97 g/cm3)

Specific Gravity 7.92

Melting Range 2375 - 2500° F (1300-1374°C)

Heat Treatment Cannot be hardened by heat treating

Tensile 115 min. Mpa 793

Yield Strength 50 ksi min Mpa 345 min

Elongation 40%

Mechanical Properties
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